Transparent Electrodes
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AZO Glass Substrate,
8-11 Ohm/sq (10
Ohmy/sq), Aluminum
Doped Zinc Oxide (AZO)
Coated Glass Substrates,
can customize sizes and
conductive film patterns
as required
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FTO Glass Substrates FTO Glass Substrates
(TEC™ 15), 2.2mm (TEC™7), 2.2mm
Thickness, 12-15 ohm/sq,  Thickness, 7-8 ohm/sq,
Fluorine Doped Tin Oxide  Fluorine Doped Tin Oxide
(FTO) coated TEC 15 (FTO) coated TEC Glass,
Glass, can customize can customize etched
etched pattern upon pattern upon request

request
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FTO Glass Substrates,
1.4mm Thickness, 12-15
ohmysa, Fluorine Doped
Tin Oxide (FTO) coated
glass, can customize
etched pattern upon
request
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12-15 Ohmv/sg, Indium 30-60 Ohm/sq, Indium Ohm/sq, Indium Doped Ohm/sq, Indium Doped
Doped Tin Oxide (In- Doped Tin Oxide (In- Tin Oxide (In-Sn02 or Tin Oxide (In-Sn02 or
Sn02 or ITO) coated Sn02 or ITO) coated ITO) coated glass, can ITO) coated glass, can
glass, can customize glass, can customize customize conductive fim  customize conductive film
conductive film pattems  conductive film patterns  pattems as required patterns as required

as required as required
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ITO Glass Substrate, 7-9  ITO Glass Substrate, ~10 Transparent Conductive
Ohmysg, Indium Doped Ohm/sq, Indium Doped Glass Cutting Table for PET Film Coated with
Tin Oxide (I-Sn02 or Tin Oxide (I-Sn02 or Glass and Crystal Indium Doped Tin Oxide
ITO) coated glass, can ITO) coated glass, can Substrates, Professional  (In-Sn02 or ITO), in rolls,
customize conductive film  customize conductive film  Glass Cutter smaller pieces are
patterns as required patterns as required available for

395« customization
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