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Préparation

Voild le matériel dont vous aurez besoin pour suivre ce tutoriel :

@ Une Arduino

@ Le shicld Ethernet

@ Un cable ethernet
@ Une led et une résistance

@ Unbouton et sarésistance

43 ATTENTION A LA COMPATIBILITE DE VOTRE CARTE ARDUINO AVEC LE SHIELD ETHERNET CERTAINS MODELES DE SHIELDS NECESSITENT
UNE VERSION 3 OU SUPERTEUR. RENDEZ-VOUS SUR LE SITE OFFICIEL ARDUINO POUR PLUS DE PRECISIONS.

Les branchements

| @ Un routeur ou un port ethernet libre sur votre box

Tout dabords, connectez votre shield ethernet & votre carte Arduino. Connectez votre carte Arduino & lordinateur via son cible et connectez le shield ethernet avec le.
cable ethernet & votre router ou box.
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Les branchements

Tout dabords, connectez votre shield ethernet & votre carte Arduino. Connectez votre carte Arduino & lordinateur via son cible et connectez le shield ethernet avec le.
cable ethernet & votre router ou box.

Ouvrez ensuite la plateforme de développement Arduino, il est recommander d'avoir une version du logiciel supérieure ou égale & la 1.0 qui simplifie les réglages au niveau
de PAdresse IP. En effet, pour trouver ladresse IP que le routeur associe & votre shield, il existe un programme fout fait, que vous frouverez dans : Fichiers >

Exemples -> Ethernet - DhepAddressPrinter.

Une fois ouvert, vous allez devoir changer Fadresse MAC écrite dans le programme. Pour cela, recopiez fadresse présente sur le dos de votre shield, sur un autocollant.
Si vous rien frouvez pas, & vous de créer une adresse mac unique, non utilisée sur votre réseau local.

Aprés fous ces réglages, uploader le programme sur la carte Arduino, ouvrez le moniteur série et vous devriez voir apparaitre ladresse IP utilisée par le shield.

Les codes de base

Tout dabord, il vous faut inclure au début de chacun de vos programmes incluant le shield ethernet ces deux lignes afin dintégrer les bibliothéques nécessaires :

#include &lt;SPI.hege;
#include &lt;Ethernet.hegt;

Ensuite, il vous faut définir votre adresse MAC et Fadresse IP, pour cela on utilise :

byte mac(/fusion builder column] [fusion builder column type="L 1" background position="left top" background color="" border size=
IPAddress 1p(191,11,1,1); // adresse IP
< >

Nous allons ensuite dans ce tutoriel nous concentrer sur le mode server du shield, c'est  dire que Cest lui qui héberge des données comme une page web. Clest le mode
le plus utile et vous 'utiliserez que frés rarement le mode suivant. Pour utiliser le server, on inclue donc la ligne

EthernetServer server(80);

Cette ligne définie que nous créons un objet de type EthernetServer s'appelant server. Le serveur est activé sur le port 80, qui est le port de navigation par défaut. Si
vous changez ce port, vous devez alors dans votre navigateur : hitp://votre-ip:1312 pour y accéder, si vous avez choisit le port 1312.

Puis, dans la fonction setup de votre programme, vous devez ajouter ces deux lignes pour activer votre serveur :

Ethernet.begin(mac, ip);
server.begin();

Pour récupérer les nouveaux clients qui viennent se comnecter & votre Arduino, on
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Arduino Ethernet Shield Web Server Tutorial

Greated on: 14 January 2013
Part 1 of the Arduino Ethernet Shield Web Server Tutorial

This multi-part tutorial shows how to set up an Arduino with Ethernet shield as a web server. The web
servers in this tutorial are used to serve up web pages that can be accessed from a web browser running
on any computer connected to the same network as the Arduino,

Some of the Arduino web server pages allow
access to the Arduino hardware — this allows
hardware to be controlled (e.g. switching on and
off an LED from the web page) and monitored
(e.g. reading the state of a switch and displaying
Switzerland: it on a web page)

The Se Heart

Europ The tutorial teaches what is required to build a

web server including all the technology such as
HTTP, HTML, CSS, JavaScript, AJAX, etc. It
starts with the very basics of hosting a simple web
page on the Arduino and advances step-by-step
from there.

Hardware Required

Hardware Components

The hardware required for following this series of tutorials is:

+ An Arduino board such as the Arduino Uno
+ An Arduino Ethernet shield

e

gle+  Twitter  Blog

amazon.com aStore  Donate

Donate to Starting Electronics

 Donate

B0 v e

Arduino Ethernet Shield
Tutorial
Tutorials

W Arduino

Part 1: Ethernet Shield
Tutorial Introduction and
Hardware

[ Part2: Basic Arduino Web
server

Part 3: HTML Web Page
structure

Part 4: Arduino SD Card Web
server

Part 5: Arduino Web Server
LED Control

Part 6: Reading a Switch

Part7: Reading a Switch
using AJAX
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Arduino Ethernet+SD.....

Using the Arduino to browse files on an SD card remotely

‘Whatsi

‘We just got the latest version of the Arduino Ethernet shield with a MicroSD card slot and I promised Bill Greiman T'd ry out the latest version of his SAFatLib library so1 decided to code upa
simple Webified file browser. It a quicky project and demonstrates what you can do, but it sn't 100% perfect so you should be ready to modify it if you'd like to do other stuff, 'K?

‘This is 2 good beginning to a logging web-monitor, or remote storage system.
Get familiar

Before you do this tutorial you'll want to get familiar with what you're working on. This isn't a beginner tutorial, its best used by those who already have quite 2 bit Arduino or microcontroller
‘experience and are ‘flvent in C/C-++/Taval

Also, read up on horw to use the Ethernet shield and Ethernet library . Then review my notes on SD card usage and installing the library we'll be using
You should have already gotten the Ethernet shield working with your network setup, too.

‘While we're happy to share this code, please note that this project is just example code. It is completely unsupported.
Bere! You can download the latest code from GitHub (click Download Soutce in the top s

itl Mod itl Hack it! But please don't expect more than what is posted
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Leam how to connect your Arduino to the outside world via Ethemet

“This is chapter sixteen of our huge Arduino tutorial series. Updated 06/12/2013

Inthis chapter we will introduce and examine the use of Ethenet networking with Arduino over local networks
‘and the greater Internet. It wil be assumed that you have a basic understanding of computer networking, such
s the knowledge of how to connect computers to a hublrouter with RJ45 cables, what an IP and MAC address
is, and so on. Furthermore, here is a good quick rundown about Etheret

Gerting Started

‘You will need an Arduino Uno or compatible board with an Ethemet shield that uses the W5100 Ethemet
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